


Let Label World help you 
with  your electronic file
preparation

• Faster turn around to press

• Less postscript Interpretation errors

• Reduces costs associated with file prep

Why print ready PDF’s ? 





9. Embedded Images
 • Embedded images: there is very limited editing in
   embedded files. Please provide all support artwork
   separately so we can make changes if needed.

10. Fonts
 • Provide both screen and printer fonts if using Type 1 fonts;
   also include other variations such as True Type fonts.
 • Convert fonts in support art files to outlines when possible. 
 • Avoid stylizing of fonts if possible. We cannot guarantee   
   that the stylizing result will hold. It may produce
   unexpected results or font substitution may occur.

11. Barcodes
 • Scaling: we do not recommend scaling images up or   
    down over 20% of its original size.
 • If Label World is creating the barcode, please provide   
    numbering.

12. Hard Copy Proofs
 • Supply full size print outs when possible. Be sure that they   
    are the most up-to-date versions of the electronic files. If   
    the lasers are not full size, please indicate as such.
 • Provide color break call outs if needed.

13. Files uploadeed through FTP
 • When uploading files to the ftp site please include the   
    name of the file and the date on which it was uploaded in   
    an e-mail to your customer service representative.

14. Revisions and Corrections
 • When sending new files, clearly mark the areas that     
    change, or indicate whether the changes are extensive and   
    Label World will need to re-prep the entire piece.
 • Name the new electronic file with the words “Revised” and   
    the date.

5. Colors
 • Use the industry standard PANTONE library: spot,    
   process or Solid-to-process. Name SPOT COLORS    
   exactly the same in all support applications.
   (Quark, Illustrator, Photoshop, etc.)
 • If printing as 4 color process, derive all support artwork   
    in the native applications.

6. IRC’s and ECL’s
 • Please indicate panel location (i.e. front, inside front,   
    base,etc.)
 • Please send mock-up or previously printed sample.

7. Images (tiff,eps,psd,jpeg)
 • Scaling: we do not recommend scaling images up or down
   over 20% of its original size.
 • Resolution: it is important to remember that resolution in a
   raster image (i.e., Photoshop) is device dependent, and   
   when scaling, the image resolution will be adversely   
   affected.  An image resolution of 300 dpi, and not scaled up  
   or down beyond 20 percent of the original size, will    
   produce the best results..
 • Do not embed any color or device dependent profiles.
 • CMYK, Grayscale, Duotone, Monotone modes are
   acceptable. Save images as 300 dpi Tiffs, EPS, PSD or   
   JPEG’s.

8. Vector Art       
    (illustrator,freehand,coreldraw)
 • Delete Unused colors in the color swatch pallet
 • Covert text to outlines
 • 1 Color text and barcodes (100% of the Color)
 • Convert barcodes to outlines (If possible)
 • Use only PANTONE names for PMS spot colors





File Formats:

• Original native layout, support art and fonts.
      Programs supported include:
     Illustrator CS4, InDesign CS4, Photoshop CS4, Quark 7,                 
      Freehand 11.

• Hi res print-ready PDFS

General file preparation:

 1. Document Size
     When building your layout, your document page size   

     should always be the same as your final printed trim size    
     (not placed into a larger sized document with manual crop  
     marks added.) This is important, as our imposition
     software uses the document size for step & repeat.

 2. Document Setup
     • Single pages preferred for standard labels.
     • Sets for wine labels: the decision is
       dependent upon the design of the piece.

 3. Bleeds
     • The standard amount is .062 in.
     • If providing a hi -res PDF, be sure to include bleed, as   
       the PDF will not be editable.

 4. Dielines
     • Set the round corner radius of your dieline.
     • Make the dieline the same size as your document.
     • Set dieline to a .5 pt stroke weight or frame weight.
     • Create a spot color called “dieline” and set the dieline to   
        that color.
     • Place dieline on a separate layer and set it to overprint in  
       attributes (illustrator or InDesign) or in trapping (quark). 
 

15. Hi Res, Print Ready PDFs:
 • If supplying or uploading print-ready PDFs, please refer to    
   the PREPARING DIGITAL FILES website link,
   “How to Create PDFs."





Let Label World help you 
with  your brand identity
• Superior digital printing

• Promotional labeling

• Prime labeling

• Pouches, packettes

O
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YO
UR WORLD

Bring these Label World 
advantages to your 
brand management
• World class digital printing- we can help you manage large 
 number of short run SKUs with these additional capabilities:
 - Hot foil
 - Embossing and spot coatings
 - Customization

• Beyond prime labels
 - Two-ply labels
 - Booklet labels
 - Pouches and flexible packaging

• Sustainability let us work with you on innovative solutions 
 for your sustainability scorecard

• Winner of Best of the Best Workplaces in the Americas 
 award from Printing Industries of the Americas for several 
 years running

• cGMP compliant quality system

1-800-836-8186
www.labelworldusa.com

Electronic File
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Guide


